
ROLL BALER

・

Fixed chamber type according to bale size

Φ90×85cm Φ100×100cm

CR-981N CR1083NB



Consecutive operations from net/twine binding 

to chamber opening and closing can be fully 

automated.

The crop can be cut to 

a theoretical cutting length

of 9 cm, and high-density 

bales can be formed.

High-density Bale With Cutting Function (CR)

The control box allows easy setting of the number 

of net windings.

In addition, bale release can be switched between

automatic and manual.

Control box

The main share bolt is 

provided on the input shaft 

to prevent machine break-

Down due to overloading.

Share bolt of input shaft 

The gauge wheel in the pickup

follows the unevenness

of the ground, stabilizing

pickup and preventing soil

Contamination.

Gauge wheel

Full automatic mode

The bottom plate can be lowered by operating a 

lever for easy removal of clogged grass.

Bottom plate down by lever
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The V-hitch 2-piece towing system allows for 

easy and excellent workability. Wide pickup with 

170cm working width for smooth corner work. 

The wide, large-diameter tires allow for stable 

work even when collecting rice straw.

*Big tires are used for CR and RB1083 series

■ Specifications

Length Width Height

RB-981N - 1,335
22.1～36.8

｛30～50｝
4～7 7～11

CR-981N 〇 1,350
25.7～44.1

｛35～60｝

3～6

(Cutting)
8～13

RB1083TB 1,475 Twine 8～11

RB1083NB 1,525 Net 6～9

CR1083TB 1,500 Twine 8～12

CR1083NB 1,550 Net 6～10

Net90×85
11L-15

6PR

500～540

2P

V-Hitch

Towing

Built-in

Hydraulics
Automatic

Tractor

Linkage

3,260 2,150 1,970

CuttingModel

Dimensions (mm)
Weight

(kg)

Suitable

Tractor

(ｋW｛PS})

PTO Driving

(min
-1

{rpm})

Working

Speed

(km/h)

Working

Efficiency

(min./10a)

Chamber

Open/Close

Pickup

Up/Down
Tire Size Binding

Bale Size

(D x W cm)

4～7

3～6

(Cutting)

-

〇

3,330 2,150 2,025

22.1～47.8

｛30～65｝

29.4～47.8

｛40～65｝

11.5/80-15

6PR
100×100


