
You can install a net easily

making use of the table

equipped in the machine.

Grass-friendly Wide Tire

is equipped.

(φ865×480mm)

Drop Floor System can remove clogged 

grasses generated during works by 

hydraulic pressure operation. 

It prevents Pick Up Drum breakdown 

due to overloading.
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■Specification

Bale size Φ80～160cm × 118cm

VC1621WN

Cutting Knife：13 knives

Bale Density：adjustable at 10 levels

Feeding net time has been shorten than 

before, and reducing net consumption makes 

work efficiency improved.

(compared to our conventional products) 

Feeding Net Device

Wide Pick

Easy Net Installation

Wide Tire

* The width inside of () is the dimension when the axle is fixed by the external hole.

Drop Floor System

VARIABLE ROLL BALER

Bale Size

Φ70～
115cm×100cm

VC1101N

Bale Size

Φ80～
130cm×118cm

VC1311N(B)

Bale Size

Φ80～160cm×118cm

VC1621WN

210cm Wide Pick 

reduces left grasses 

at the corner.

(OPTION) Hydraulic Pressure Valve Attachment  VC1621W-U

The control box helps you perform switching operation 

of  hydraulic pressure for Pick Up and Drop Floor. 

Stable work with two Wide Endless belts!

NEW NEW

(OPTION) ISOBUS Attachment VC1621W-Q

The monitor(UT) that is applicable

to the ISOBUS is installed in tractors.
* UT is not attached.

Safety Clutch of Share Boltless

* External hydraulic pressure : Double Acting 1(Hoisting of the Pick Up / Drop Floor)

Single Acting 1(Chamber O-C)

Length *Width Height

VC1101N 3,600 2,150 2,130 1,970
29.4~58.8

｛40~80｝

2P V-Hitch

Towing Type

(CategoryⅠ・

Ⅱ)

Internal hydraulic

pressure
Electroacutuation Manual 70~115x100 4~7

VC1311N
2,380

(2,410)
2,360 2,625

VC1311NB
2,560

(2,650)
2,340 2,685

VC1621WN 4,670 2,780 2,790 3,300
58.8~99.3

｛80~135｝

Drawbar

Towing Type
76 80~160x118 4~15

Working

Speed

(km/h)

Binding
Bale Size

(DxW cm)

Theoretical

Cutting

Length

(mm)

Tire Size
Dimensions (mm)

14L/16.1 10PR

480/45-17 14PR

90

80~130x118 4~12

Net

Model

External hydraulic pressure

(Single Acting 1/

Swithch Lever attached)

External hydraulic pressure

(Single Acting 1)

External hydraulic

pressure

(Double Acting 1)

Drop Floor HoistingPick HoistingChamber O-C

3,710
44.2~73.5

｛60~100｝

540 2P V-Hitch

Towing Type

(CategoryⅡ)

Tractor

Linkage

PTO

Rotation Speed

(min-1｛rpm｝)

Suitable

Tractor

(kW｛PS｝)

Weight(kg)

* Specification and picture are subject to change without notice.

You can access our website from the QR code.



The side covers are Gull-Wing type, 

which opens and closes vertically 

for easy maintenance.

The Bale Kicker that releases bales 

back is equipped.

Common Function for VC Series (Core Winding / Variable Diameter Belt type)

Two Wide Belts

Control Box

High-Density Bale with Cutting Function

* The theoretical cutting length of VC1621WN is 76mm.

Press Roller & Gauge Wheel

Gull Wing Cover & Bale Drop Kicker

Concentrated Grease

Bale size Φ70～115cm × 100cm

VC1101N

Bale size Φ80～130cm × 118cm

VC1311N
VC1311NB

Switching Function of Automatic/Manual

You can remove clogged grasses if you put down the 

bottom plate by lever operations.

Bottom Plate

Drop Floor System

480mm* The tire size of VC1311N is φ940×340mm

Cutting Knife：11 knives

Bale Density：adjustable at 10 levels

The V-hitch 2-piece towing system allows for 

easy maneuvering and excellent workability.

Wide pickup realizes smooth corner work.

Two wide Endless Belts with excellent 

durability are used for bale forming.

Stable work can be performed for 

bale core making, 

and spills from 

gaps can be reduced.

Press rollers allow for uniform crop uptake and 

smooth operation. The gauge wheel follows 

the unevenness of the ground, stabilizing 

pickup, and preventing soil contamination.

The Net Holder that 

keeps a spare net is 

equipped at foreside

of the machine.

Grass-friendly Wide Tire

is equipped.

*(φ865×480mm)

The cutting system employs a Down-Cutting System. 

Crops can be cut to a theoretical cutting length of 9 cm, and high 

density bales can be formed.

Adopting Abrasion Resistant Steel for the Cutting-Drum improves 

durability.

Drop Floor System can remove clogged grasses 

generated during works by hydraulic pressure 

operation even if you are on board.

The Cum Clutch at joint part realizes smooth recovery 

to your work.

The control box provides easy access to settings such as bale 

diameter, packing density, number of net windings, and automatic 

net running. Bale release can be switched between automatic and 

manual, and the count of bale shaping can be displayed.

Bale Kicker
Spare Net Holder

Gathering 

grease outlet 

at one point makes

maintenance works 

efficient.Flexible Turn V Hitch

* VC1621WN is the Drawbar Towing type.

Wide Tire  VC1311NB

NEW

NEW

* VC1621WN is partially applicable.

The control box helps

you switch automatic

/manual for bale release.

Universal Joint with Clutch

The safeguard 

prevents the 

machine 

breakdown due 

to overloading.

* The picture above is the control box for VC1101N.

Cutting Knife：10 knives

Bale Density：adjustable at 7 levels


