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■Specification

Bale Size

Φ90･95･100cm×85cm

VR-983WX

Bale Size

Φ100･105･110･115cm×100cm

VC1183WXB

Bale Size

Φ90･95･100cm×85cm

VR-983WXC

*1 Theoretical cutting length differs depending on type of crop, moisture, pretreatment condition and knife wear level.

VARIABLE ROLL BALER

Packing size is adjustable depending on feeding amount and purpose

Tire Type Crawler Type

VR-983WX VC-983WX VR1183WXB VC1183WXB VR-983WXC VC-983WXC

- 〇 - 〇 - 〇

No Cutting 9 / No Cutting

- 7 - 10 - 7

L (mm)

W (mm)

H (mm)

1,410 1,435 1,735 1,765 1,595 1,620

Net ：6～9

Twine：9～13

：7～10

Twine：10～14

：6～9

Twine：9～13

：6～10

Twine：9～14

：6～9

Twine：9～13

：7～10

Twine：10～14

Model

Bale Size Dia. 90･95･100cm x W. 85cm Dia. 100･105･110･115cm x W. 100cm

Bale Size Level 3 Levels

3,350

1,980 2,140

1,940 2,120

Cutting Knife

Theoretical Cutting L.(cm) *1

Number of Knife

Dimension

3,150

Weight (kg)

Tire Size 11.5/80-15 6PR 14L-16.1 10PR

Crawler Size (mm) - -

Tractor Linkage

Driving

Working Width(cm) 150 170

Binding

Working Speed(km/h)

Work Efficiency

(min/10a)

Packing Pressure Adjustment 3 Levels

Gauge Wheel

Chamber Open/ Close

Pick-Up Up / Down

Safety Device

Dia. 90･95･100cm x W. 85cm

3,150

1,990

1,940

Standard Equipment

-

W. 280×P72×43 link

825

23.7｛0.24｝

150

Net(W. 90・103cm) / Twine

4～7

Built-in Hydraulics

Electric Motor

Average Ground Pressure

(kPa{kg/cm2})* when empty

Product Type Crawler Roll BalerVariable Diameter Roll Baler

Suitable Tractor
（kW｛PS｝） 24.3～58.8｛33～80｝ 29.4～58.8｛40～80｝ 24.3～58.8｛33～80｝

- -

- -

2P V-Hitch Towing (Category Ⅰ・Ⅱ)

PTO(Rotation Speed 500~540min
-1

(rpm))

Tire Type

4 Levels 3 Levels

No Cutting No Cutting9 / No Cutting 9 / No Cutting

Crawler Ground Length (mm)

Net Net Net Net Net

4 Levels 3 Levels

Shear Bolts for Input Shaft, Roll Baler and Pick-Up

* Specification and picture are subject to change without notice.

You can access our website from the QR code.



Crops can be cut to a theoretical cutting length of

9 cm, thereby forming dense rolls and producing high

quality silage.

The cutting device can be deactivated and the crops

can be baled without cutting.

[ For VC-983WX・VC1183WXB・VC-983WXC]

The cutting drum is made of abrasion-resistant

steel

, making it more durable than conventional 

machines.

[For All Models]

Variable Diameter of Roll Bale Size

The gauge wheel in the pickup is follow

the unevenness of the ground, stabilizing pickup 

and preventing soil contamination.

Binding material can be either net or twine.

Net can be used to improve work speed, and

Twine can be used for low cost.

It is possible to make roll bales of the best size 

according to the number of animals and the type of 

forage, such as hay, grass and straw

Common Function for VC / VR Series

(Variable Diameter Roll Baler / Crawler Roll Baler)

Cutting Knives for High Density Bales

Net & Twine

Gauge Wheel

Wide Pick-Up

The wide pick-up reduces windrow width

disorder and allows for smooth pick-up in corners.

Min.

Max.

The roll diameter can be easily set by.

Shear Bolt of Input Shaft

The main share bolt is provided on the input shaft

to prevent machine breakdown due to overloading.

Share bolts are also provided on the chamber

and the pick-up.

Adjustment of Bale Packing Pressure

Packing pressure can be 

easily changed without 

tools to produce the 

required firmness.

Pick-Up Width

VC/VR-983WX(C) Series ：150cm

VC/VR1183WXB Series ：170cm

Crawler Roll Baler VC-983WXC・VR-983WXC

Crawler Type

Having a low fulcrum 

position make it easy to 

cross over ridges.

Hard Soft


